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SB 0001 HYDRAULIC POWER - AUXILIARY HYDRAULIC - DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Mandatory POWER - REPLACEMENT OF ELECTRO HYDRAULIC TIME: 0.0 TIME:
7/30/1965 SELECTOR C/W AT FACTORY LD/CY: LD/CY:
SB 0002 FLIGHT CONTROLS DROOP LEADING EDGES DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended INSTALLATION OF LOCKING IN EXTENDED TIME: 0.0| TIME:
10/30/1965 POSITIONS C/W AT FACTORY LD/GY: LD/CY:
SB 0003 AIR CONDITIONING - HOT AIR SYSTEM - DASSAULT AVIATION DATE: 11/21/1966 | DATE;
Mandatory INSTALLATION OF EMERGENCY PRESSURIZATION TIME: 0.0 TIME:
7/30/1965 VALVE C/W AT FACTORY LD/CY: LD/CY:
SB 0005 FLIGHT CONTROLS - AIR BRAKES DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Mandatory REINFORCEMENT OF LINKAGE TIME: 0.0 | TIME:
7/30/1965 C/W AT FACTORY LD/CY: LD/CY:
SB 0007 DRAG CHUTE - CONTROL - IMPROVEMENT OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended LOCKING IN REST POSITION TIME: 0.0| TIME:
10/28/1965 C/W AT FACTORY LD/CY: LO/CY:
SB 0020 LANDING GEAR - MAIN LANDING GEAR STRUTS DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended REPLACEMENT OF REAR BEARING BALL JOINTS TIME: 0.0| TIME:
10/28/1965 C/W AT FACTORY LD/CY: LD/CY:
SB 0022 ICE & RAIN PROTECTION - IMPROVEMENT OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended NACELLE ANTI-ICING TIME: 0.0 TIME:
12/10/1965 C/W AT FACTORY LD/CY: LD/CY:
SB 0023 FLIGHT CONTROLS - LINKAGE - CHANGE IN DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended BONDING STRIPS TIME: 0.0| TIME:
11171965 C/W AT FACTORY LD/CY: Lo/CY:
SB 0024 R2 HYDRAULIC POWER - REINFORCEMENT OF DASSAULT AVIATION DATE: §/29/1989 | DATE:
Recommended TRANSFER JACK TIME: TIME:
3/10/1966 C/W AFTER DELIVERY PER DASSAULT |1 p/oy Loy
SB 0026 FIRE PROTECTICN - ENGINE FIRE DETECTION DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended SYSTEM INSTALLATION OF AN ADDITIONAL TIME: 0.0 TIME:
11/17/1965 SPIRAL BUSHING BRACKET C/W AT FACTORY LD/CY: LD/CY:
SB 0028 WING - ACCESS DOORS TO SERVO-CONTROLS | DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Ontional RIVETING OF CAPTIVE NUT STRIPS TIME: 0.0| TIME:
2/01/1966 C/MW AT FACTORY LD/CY: LD/CY:
SB 0030 AUTO-PILOT - GHANGE OF RADIO NAVIGATION DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended DATA SELECTOR RELAYS TIME: 0.0| TIME:
4/12/1966 C/W AT FACTORY LO/CY: LD/CY:
SB 0031 NAVIGATION - INSTALLATION OF A NEW DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional VOR-DME-VHF CONTROL BOX WITH BUILT IN TIME: 0.0 TIME:
11/30/1966 TEST C/W AT FACTORY LD/CY: LD/CY:
SB 0035 ELECTRICAL POWER - DC GENERATION DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended IMPROVEMENT OF GENERATOR VENTILATION TIME: 0.0| TIME:
3/21/1966 C/W AT FACTORY LD/CY: LO/CY:
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SB 0036 FLIGHT CONTROLS - WING FLAPS - DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended IMPROVEMENT IN SEALING OF MOTOR & TIME: 0.0| TIME:
11/30/1965 REDUCING GEAR ASSEMBLY C/W AT FACTORY LD/CY: LD/CY:
SB 0038 AIR CONDITIONING - INSTALLATION OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended DIAPHRAGMS AT UPSTREAM END OF FUEL TANK TIME: 0.0| TIME:
12/15/1965 & HYDRAULIC RESERVOIR PRESSURIZATION SYS | G/W AT FACTORY LD/CY: LD/CY:
SB 0039 FLIGHT CONTROLS - SERVO CONTROLS - DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended IMPROVED PROTECTING BOOTS TIME: 0.0| TIME:
12/15/1965 C/W AT FACTORY LD/CY: LD/CY:
SB 0040 LANDING GEAR - NOSE LANDING GEAR DOOR DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended INCREASED CLEARANCE ON DOOR CROSS BEAM TIME: 0.0| TIME:
12/15/1966 HOOK CiwW AT FACTORY LD/CY: LD/CY:
SB 0043 HYDRAULIC POWER- RESERVOIRS INSTALLATION | pASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended OF A BELL ON SUCTION FILTERS TIME: 0.0| TIME:
12/15/1965 C/W AT FACTORY LD/CY: LD/CY:
SB 0044 WINDOWS - SLIDING GLASS PANEL - DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended IMPROVEMENT IN WATERTIGHTNESS TIME: 0.0| TIME:
12/151965 C/W AT FACTORY LD/CY: LD/CY:
SB 0045 NAVIGATION- AIR DATA SYSTEM INSTALLATION DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended OF A KOLLSMAN PITOT HEAD TIME: 00| TIME:
| 12/15/1965 C/W AT FACTORY LD/CY: LO/CY:
SB 0046 FLIGHT CONTROLS - SUPPRESSION OF GREASE DASSAULT AVIATION DATE: 11/211M966 | DATE:
Optional FITTINGS ON FLAP SYSTEM ACTUATORS & TIME: 0.0 TIME:
12/15/1965 BEARINGS & ON HORIZONTAL STAB JACK C/W AT FACTORY LD/CY: LD/CY:
SB 0047 FLIGHT CONTROLS - SERVQ CONTROLS DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended REPLACEMENT OF FEMALE HEX HEAD SCREWS TIME: 0.0| TIME:
5/02/1966 C/MW AT FACTORY LD/CY: LD/CY:
SB 0049 WINGS - ADJUNCTION OF TEFLON STRIPS AT DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended FILLET TO FUSELAGE JUNCTION TIME: 0.0 TIME:
12/15/1965 C/W AT FACTORY LD/CY: LD/CY:
SB 0050 FLIGHT CONTROLS - REPLACEMENT OF AIR DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended BRAKE ACTUATOR PINS BY SULPHINUZED PINS TIME: 0.0} TIME:
2/01/1968 C/W AT FACTORY LO/CY: LD/CY:
SB 0051 R1 TEMPERATURE REGULATING VALVE MOD OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended COLD CORES - DELETION OF COCK HEX HEAD TIME: 0.0 | TIME:
5/23/1966 & MECHANICAL STOPS C/W AT FACTORY LO/CY: LD/CY:
SB 0052 NAVIGATION - GIANNINI ANGLE OF ATTACK DASSAULT AVIATION DATE: 11/21/19686 | DATE:
Optional TRANSDUCER REPLACEMENT OF TRANSDUCER TIME: 0.0| TIME:
4/12/1966 P/N 2551.A.4 BY TRANSDUCER P/N 2551.A.5 C/W AT FACTORY LD/CY: LD/CY:
SB 0053 R1 FLIGHT CONTROLS - DROOP LEADING EDGES DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended IMPROVEMENT IN SEALING QF ELECTRO - TIME: 0.0¢ TIME:
11/18/1966 DISTRIBUTOR AMD 108-31-0 C/W AT FACTORY Lo/CY: LD/CY:
ﬁ
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SB 0057 R1 DOORS - PASSENGERS' DOOR- NEW ATTACHMENT | pASSAULT AVIATION DATE: 8/21/1987 | DATE:
Recommended FITTING OF TELESCOPIC RODS TIME: 45,5 | TIME:
11/22/1966 Cw LO/CY: LD/CY:
SB 0059 INSTRUMENTS - INSTALLATION OF A CIRCUIT DASSAULT AVIATION DATE: 11/21/1966 { DATE:
QOptional BREAKER PANEL ON RADIO COMPARTMENT TIME: 0.0 TIME:
3/01/1966 C/W AT FACTORY Locy: LD/CY:
SB 0061 WINDOWS - SLIDING PANEL - INSTALLATION DASSAULT AVIATION DATE: 11/21/1966 | DATE:
QOptional OF CHROMIUM PLATED SHIM ON RAIL TIME: 0.0 TIME:
2/01/1966 C/W AT FACTORY Lorey: LD/CY:
SB 0062 R1 AIR CONDITIONING - NOSE CONE DASSAULT AVIATION DATE: 11/21M1966 | DATE:
Optional PRESSURIZATION IMPROVEMENT & ADJUSTMENT TIME: 0.0| TIME:
11/22/1966 C/W AT FACTORY LE/CY: LD/CY:
SB 0063 R1 WING - ADDITION OF A DOUBLER ON T3 RIB DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended OF FLAP OVERLAP TIME: 0.0 TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0064 R1 FUEL- CHANGE OF WING TANK PRESSURIZATION | DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended RELIEF VALVE SETTING TIME: 0.0| TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0066 FLIGHT CONTROLS - AIRBRAKE CYLINDERS DASSAULT AVIATION DATE: 11/21/1966 | DATE:
{Optional REPLACEMENT OF CYLINDER ROD END TIME: 0.0| TIME:
3/08/1966 FITTINGS C/W AT FACTORY LD/CY: LD/CY:
SB 0068 NOSE LANDING GEAR LEG MODIFICATION OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended STRAP SECURING SHIMMY DAMPER TIME: 0.0! TIME:
2/17/1966 P/N A23659 M2 C/W AT FACTORY LD/CY: LD/CY:
SB 0069 R1 NOSE LANDING GEAR REPLACEMENT OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended TELESCOPIC STRUT UNIVERSAL JOINT LINK TIME: 0.0 TIME:
11/22/1966 PINS C/W AT FACTORY Lbrey: LD/CY:
SB 0070 NOSE LANDING GEAR LEG STEERING CONTROL | pASSAULT AVIATION DATE: 11/21/1966 | DATE:
Onptional SYSTEM - REPLACEMENT OF TRANSMISSICN PIN TIME: 0.0 | TIME:
5/16/1966 P/N A.23.659 M2 QR A.10-23.659 M2 C/W AT FACTORY LO/CY: LD/CY:
SB 0075 IMPROVEMENT OF STARTING ON GROUND POWER | pASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended SOCKET TIME: 0.0| TIME:
8/19/1966 C/W AT FACTORY LO/CY: LD/CY:
SB 0082 PRESSURIZATION - IMPROVEMENT OF CONTROL | pASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended BOX & REGULATING VALVES TIME: 0.0 | TIME:
6/01/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0084 R1 IMPROVEMENT OF ANTI-{CING OF NACELLE DASSAULT AVIATION DATE: 11/21/11966 | DATE:
Recommended STRUTS TIME: 0.0| TIME:
12/27/1967 C/W AT FACTORY LO/CY: LD/CY:
SB 0085 INSTALLATION OF INTEGRAL LIGHTED DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Ontional INSTRUMENTS TIME: 0.01 TIME:
6/14/1968 CMW AT FACTORY LD/CY: LD/CY:
ﬂ
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SB 0086 DETECTION SYSTEM REPLACING LINDBERG DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended COUPLING BOX TIME: 0.0 | TIME:
3/08/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0090 R3 REINFORCED PIPE ENDS ON HOT AIR SYSTEMS DASSAULT AVIATION DATE: 114/21/1966 | DATE:
Recommended TIME: 0.0 | TIME:
10/25/1967 C/W AT FACTORY LD/CY: LD/CY:
SB 0095 NOSE LANDING GEAR REPLACEMENT OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Onticnal STEERING CONTROL HYDRAULIC DISTRIBUTOR TIME: 0.0| TIME:
9/22/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0096 R MODIFICATION OF ENGINE AIR INTAKE ANTI DASSAULT AVIATION DATE: 114/21/1966 | DATE:
Recommended [CING LINES TIME: 0.0| TIME:
6/30/1668 C/W AT FACTORY LD/CY: LD/CY:
SB 0097 R1 FUEL - NEW GAUGES FOR CENTER WING TANKS DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional TIME: 0.0| TIME:
1/03/1967 CAV AT FACTORY LD/CY: LD/CY:
SB 0098 R1 PASSENGER DOOR - REINFORCING THE DOOR DASSAULT AVIATION DATE: 11/21/11966 | DATE:
Recommended LIFTING CONTROL TIME: 0.0| TIME:
3/05/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0099 R1 NEW SYSTEM - IMPLICATIONS ON EQUIPMENT DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended & ACCESSORIES TIME: 0.0y TIME:
4/14/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0100 PASSENGERS' DOORS - REPLACEMENT OF CUPS | pASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional ON COVER SHEETS FOR IMPROVEMENT OF TIME: 0.0| TIME:
4M2/1966 CLOSING CLEARANCE C/W AT FACTORY LD/CY: LD/CY:
SB 0102 NOSE CONE RADOME - INSTALLATION OF A DASSAULT AVIATION DATE: 6/21M967 | DATE:

1 Octional RUBBER BOOT TIME: 45.5 | TIME:

11/30/1966 C/wW LD/CY: LD/CY:
SB 0105 MAIN LANDING GEARS BRAKES - ANTI SKID DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended 8YSTEM CHECK OF WIRING TIME: 0.0| TIME:
3/10/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0106 R1 NEW GAUGE FOR GROUND POWER SOCKET DASSAULT AVIATION DATE: 6/21/1967 | DATE:
Recommended PROTECTING FUSE TIME: 45.5| TIME:
5/16/1968 Cw LD/CY: LD/CY:
SB 0108 VENTILATION OF BATTERIES DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended TIME: 0.0 TIME:
311711967 C/W AT FACTORY LD/CY: LD/CY:
SB 0111 INDEXING OF WIRES ON GENERAL ELECTRIC DASSAULT AVIATION DATE: 11/21/1966 | DATE: .
Onptional REGULATING & OVERVOLTAGE BOXES TIME: 0.0| TIME:
12/12/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0113 WINDSHIELD HEAT - NEW HEATING NETWORK DASSAULT AVIATION DATE: 8/22/1974 | DATE:
Onptignal TIME: 2766.9| TIME:
12/05/1966 CIwW LD/CY: LD/CY:
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SB 0115 R2 HYDRAULIC POWER - ELECTRO PUMP BLEED DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended DRAIN TIME: 0.0| TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0116 R2 AERODYNAMIC IMPROVEMENT OF DOORS DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional (SEALING - STOPS) TIME: 0.0 TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
8B 0117 R1 IMPROVEMENT OF AERODYNAMIC SHAPE OF AIR | DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional EXHAUST PORTS TIME: 0.0| TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
8B 0118 R1 IMPROVEMENT OF OPERATING CLEARANCES DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Cptional SEALING TIME: 0.0| TIME:
11/18/1966 C/W AT FACTORY Lb/CY: LD/CY:
SB 0119 R1 LIGHTS - CHANGE OF NAVIGATION - DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional (ANTI-COLLISION) LIGHTS TIME: 0.0i TIME:
11/18/1966 C/W AT FACTORY LD/CY: LO/CY:
SB 0120 R1 IMPROVEMENT OF AERODYNAMIC SHAPE OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional ANTENNAS TIME: 0.0 TIME:
11/118/1966 C/W AT FACTORY LD/CY: LO/CY:
sSB 0121 R2 NAVIGATION - IMPROVEMENT OF AERCDYNAMIC | pasSSAULT AVIATION DATE: 11/21/1968 | DATE:
Optional SHAPE OF ANTENNAS TIME: 0.0 | TIME:
7/18/1967 C/W AT FACTORY LD/CY: LO/CY:
SB 0122 R1 INSTALLATION OF NEW WINDSHIELD WIPERS DASSAULT AVIATION DATE: 1112171966 | DATE:
Optional : TIME: 0.0 | TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0123 R1 WINGS - CHANGE OF WING TIP FAIRINGS DASSAULT AVIATION DATE: 11/2111966 | DATE:;
Optional TIME: 0.0 TIME:
12/056/1966 C/W AT FACTORY LO/CY: LD/CY:
SB 0124 FUEL - STAINLESS STEEL DIP STICK DASSAULT AVIATION DATE: 11/21/1866 | DATE:
Recommended GAUGES TIME: 0.0 TIME:
3/05/1966 C/W AT FACTORY LD/CY: LO/CY:
SB 0125 R1 NACELLES - IMPLICATIONS OF NEW BLEED DASSAULT AVIATION DATE: 11/2111966 | DATE:
Recommended VALVE ACTUATOR ON ENGINE TIME: 0.0| TIME:
9/16/1968 C/W AT FACTORY LD/CY: LD/CY:
SB 0127 R1 NACELLES MODIFICATION OF INLET TUBE-TO- DASSAULT AVIATICN DATE: 11/21/1966 | DATE:
Recommended MOBILE COWLING JUNCTION & INCREASE OF TIME: 0.0 TIME:
4/11/1968 DIAMETER QF THIS TUBE C/W AT FACTORY LD/CY: LD/CY:
SB 0128 R1 NACELLES - INCREASED CLEARANCE BETWEEN DASSAULT AVIATION DATE:  4115/1988 | DATE:
Recommended ENGINE LUBE OIL TANKS & COWLINGS TIME: TIME:
11/18/1966 Ciw LD/CY: LD/CY:
SB 0129 R1 WING ANTI ICING - REPLACEMENT OF DASSAULT AVIATION DATE: 11/2111966 | DATE:
Recommended FLEXIBLE CONNECTING PIPE BETWEEN FIXED TIME: 0.0 TIME:
5/20/1969 & DROOP LEADING EDGES C/W AT FACTORY LD/CY: LD/CY:
e
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SB 0131 INSTALLATION OF "RAIN REPELLENT SYSTEM" DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Onptional TIME: 0.0| TIME:
12/05/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0132 HYDRAULIC POCWER - STAND-BY POWER DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended INSTALLATION OF A REINFORCED TIME: 0.0 | TIME:
2/21/19686 ELECTRO-PUMP C/W AT FACTORY LD/CY: LD/CY:
SB 0134 ENGINE INDICATING - PROTECTION OF T5 DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended PROBE WIRING ON LH ENGINE TIME: 0.0| TIME:
4/12/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0136 AIR CONDITIONING - IMPROVEMENT OF SLOW DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional VALVE TIME: 0.0 TIME:
4/12/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0137 R1 EMERGENCY EXITS - REPLACEMENT OF BREAK- DASSAULT AVIATION DATE: 10/15/1976 | DATE:
Mandatory TO-OPEN CUPS ON EXTERIOR CONTROLS TIME: 3303.5| TIME:
10/25/1967 Cw LD/CY: LD/CY:
SB 0138 WINGS - DELETION OF WING TRAILING EDGE- DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Optional TO-FUSELAGE CONNECTING RODS TIME:; TIME:
10/18/1966 CAN AFTER DELIVERY PER DASSAULT Lo/CY: LD/CY:
SB 0140 R1 DROOP LEADING EDGES - REPLACEMENT OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Opfional STEEL PLUGS BY LIGHTER PLUGS TIME: 0.0 TIME:
2/14/1968 C/W AT FACTORY LD/CY: LD/CY:
SB 0142 ENGINE INDICATING - NEW LOCATION OF EPR DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional PROBE TIME: 0.0| TIME:
4/12/1966 G/W AT FACTORY LD/CY: LD/CY:
SB 0143 FLIGHT CONTROLS - TOUCH-UPS ON LINKAGES DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended IN THE VICINITY OF FRAME 7 TIME: 0.0] TIME:
8/19/1966 C/W AT FACTORY LO/CY: LD/CY:
SB 0144 R4 FUSELAGE - ADDITIONAL DRAINING IN REAR DASSAULT AVIATION DATE:  6/12/1968 | DATE:
Recommended FUSELAGE TIME: 423.5| TIME:
6/27/1968 CIW LD/CY: LD/CY:
SB 0146 BRAKES - PROTECTION OF SKID CONTROL DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended SYSTEM CONTROL BOX AGAINST MOISTURE TIME: 0.0 | TIME:
5/25/1966 C/W AT FAGTORY LD/CY: LD/CY:
SB 0147 R1 WING ANTI-ICING - DELETION OF PAINT ON DASSAULT AVIATION DATE: 141/30/1994 | DATE:
Mandatory LEADING EDGES TIME: 7026.0 | TIME:
4/18/1972 C/W-VERIFIED NO PAINT ON WING LO/CY: Lo/cy:
SB 0148 WING ANTI-ICING - NEW DIAMETER OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended DRILLINGS ON DISTRIBUTION DUCT TIME: 0.0| TIME:
4/14/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0151 R1 NACELLES - STAINLESS STEEL BLEED AIR DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Recommended VALVE EXHAUST DUCTS TIME: TIME:
11/10/1967 CMW AFTER DELIVERY PER DASSAULT Lo/CY: LD/CY:
%
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SB 0152 R1 FLIGHT CONTROLS - CLEARANCE BETWEEN DASSAULT AVIATION DATE: 11/2111966 | DATE:
Recommended RUDDER BELLCRANK HUB & STIFFENER TIME: 0.0| TIME:
11/18/1966 P/N 221-001 C/W AT FACTORY LDACY: Lo/CY:
8B 0153 R1 FUEL PROTECTING BAFFLE ON TRANSFER DASSAULT AVIATION DATE: 11/2111966 | DATE:
Recommended VALVE TIME: 0.0| TIME:
11/18/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0154 LANDING GEAR DOORS - INCREASE OF AXIAL DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional PLAY ON ROCKERS TIME: 0.0! TIME:
11/30/1966 C/W AT FACTORY LD/CY: LO/CY:
SB 0155 LIST OF MODS THE APPLICATION OF WHICH DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Onptional JUSTIFIES THE IMPROVEMENT OF PERFORMANCE TIME: 0.0| TIME:
5/26/1966 AS SPECIFIED IN THE REVISION 06/21/66 C/W AT FACTORY Lo/cY: LDACY:
SB 0156 STAND-BY POWER - MODIFICATION OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Onptional HYDRAULIC STAND-BY CONTROL MICROSWITCH TIME: 0.0| TIME:
5/27/1966 CAM C/W AT FACTORY LDACY: LD/CY:
SB 0159 R2 FUSELAGE - REINFORCEMENT OF STRINGER DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended JUNCTION ON FRAME 33 TIME: 0.0| TIME:
5/10/1971 C/W AT FACTORY LD/CY: LD/CY:
SB 0160 R1 WING FUEL TANKS - CHECK-OUT OF CLAPPER DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended BOXES ONRIB 9 TIME: 0.0| TIME:
3/14/1967 C/W AT FACTORY LD/CY: LD/CY:
SB 0161 R1 FUEL - REAR COMPARTMENT TANKS - DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional CHANGING FLOAT VALVES TIME: 0.0 TIME:
11/18/1966 C/W AT FACTORY LO/CY: LD/CY:
SB 0163 FUEL - NEW ADJUSTMENT OF "FILTER DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Recommended CLOGGED" - INDICATING MICROSWITCH ON - TIME: TIME:
3/17/1967 GENERAL ELECTRIC FILTER C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0165 R1 WING - DROOP LEADING EDGES - TOUCH UP DASSAULT AVIATION DATE:! 11/21/1966 | DATE:
Recommended ON UPPER SKIN TIME: 0.0 TIME:
11/22/19686 G/W AT FACTORY LD/CY: LD/CY:
SB 0166 CONDITIONING - INSTALLATION OF A DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended PROTECTOR OVER CABIN PRESSURE PORT OF TIME: 0.0| TIME:
9/22/19686 PRESSURE SENSITIVE SWITCH C/W AT FACTORY LD/CY: LD/CY:
SB 0167 MODIFICATION THE APPLICATION OF WHICH DASSAULT AVIATION DATE: 11/21/1986 | DATE:
Recommended COVERS EXTENSION OF WEIGHT LIMITATIONS TIME: 0.0 TIME:
12/12/1966 C/W AT FACTORY LO/CY: LD/CY:
SB 0168 R1 IMPROVEMENT OF SEALING OF ELECTRO-MAGNET | pASSAULT AVIATION DATE:  1/11/1968 | DATE:
Recommended IN MESSIER ELECTRO-VALVE FOR EMERGENCY TIME: 275.9 | TIME:
4/29/1968 SUPPLY OF FLAPS THRU TRANSFER JACK Ciw LD/CY: LD/CY:
SB 0170 R2 LANDING LIGHTS - SEPARATION OF EXTENSION DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional & ILLUMINATICN CONTROLS TIME: 0.0| TIME:
4/23/1068 C/W AT FACTORY Lo/cy: Lo/CY:
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SB 0171 R1 CONDITIONING - INSTALLATION OF CABIN DASSAULT AVIATION DATE: §/29/1989 | DATE:
Optional TEMPERATURE INDICATOR IN THE COCKPIT TIME: TIME:
411171968 C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0172 R1 ELECTRICAL POWER - INSTALLATION OF A DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Ontional DEVICE PROVIDING FOR GROUND CHARGING OF TIME: TIME:
2/16/1968 BATTERIES WITHOUT REMOVAL FROM THE ACFT | G/W AFTER DELIVERY PER DASSAULT LO/CY: LD/CY:
SB 0173 CONDITIONING - REDUCTION OF NOISE IN DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional REAR CABIN THROUGH SOUND PROOFING OF TIME: 0.0 TIME;
11/30/1966 DELIVERY DUCTS & CLAPPER BOXES C/W AT FACTORY LD/CY: LD/CY:
SB 0174 R1 CONDITIONING - DELETION OF THE "HOT DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Ontional PUFF" AT TAKE-OFF TIME: TIME:
31141967 C/W PARTIALLY BEFORE DEL PER DSF Lo/CY: Lo/ey:
SB 0182 R1 AIR CONDITIONING - IMPROVED INSTALLATION DASSAULT AVIATION DATE:  7/28/1976 | DATE:
Recommended OF FILTERS TIME: 3231.5| TIME:
5/20/1969 CiwW LO/CY: LD/CY;
SB 0189 R1 HYDRAULIC POWER - STAND BY PUMP SYSTEM | DASSAULT AVIATION DATE:  1/11/1968 | DATE:
Recommended REPLACEMENT OF RESTRICTOR BY A NON TIME: 275.9| TIME:
9/18/1967 RETURN VALVE Ciw LD/CY: LD/CY:
8B 0191 R1 CONDITIONING - INSTALLATION OF A DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Cuptional CONDITIONING CONTROL PANEL WITH TIME: 0.0 TIME:
4/16/1969 INTEGRAL LIGHTING C/W AT FACTORY LD/CY: LD/CY:
SB 0193 ELECTRICAL POWER - INVERTER SYSTEM NEW DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Recommended CONNECTION OF PILOT'S TRANSFER RELAY TIME: 0.0 TIME:
10/18/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0195 FARKING & MOCRING - FIXTURE FOR STOWAGE DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Ontional OF TAIL PIPE & AIR INTAKE PLUGS IN REAR TIME: TIME:
12/21/1966 COMPARTMENT C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0197 ICE & RAIN PROTECTION - INSTALLATION OF DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional A DIAPHRAGM ON RH CONDITIONING AIR TIME: 0.0 TIME:
12/05/1966 INTAKE ANTI-ICING DUCT C/W AT FACTORY LD/CY: LD/CY:
SB 0206 FLIGHT CONTROLS - FLAPS - ADDITION OF DASSAULT AVIATION DATE:  1/05/1989 | DATE:
Recommended LUBRICATORS ON SCREW JACK ATTACHMENT TIME: 5852.9| TIME:
10/26/1966 BEARINGS ON WING FLAPS C/W LD/CY: LD/CY:
SB 0207 PASSENGERS' DOOR - ROCKER CONTROLLED DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Opticnal PASSENGERS' DOOR MICROSWITCH TIME: 0.0 | TIME:
11/04/1966 C/W AT FACTORY LD/CY: LD/CY:
$B 0208 FUEL - FEEDER TANKS - IMPROVED CLAMPING DASSAULT AVIATION DATE: 6/28/1989 | DATE:
Recommended ON LP DISCHARGE LINES OF FEEDER TANKS TIME: TIME:
10/18/1966 C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0211 ENGINE CONTROL - PRESSURIZATION CONTROL DASSAULT AVIATION DATE:  111/1968 | DATE:
Mandatory MICROSWITCH ON POWER CONTROL PULLEY TIME: 2759 | TIME:
3/15/1967 cw LD/CY: LD/CY:
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8B 0212 FLIGHT CONTROLS - BOOT ON CONTROL DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional COLUMN BASE - IMPROVED ATTACHMENT ANGLES TIME: 0.0| TIME:
12/05/1966 C/W AT FACTORY LD/CY: LD/CY:
SB 0214 R1 FUEL - INDEX MARKING OF "CLOSED & DASSAULT AVIATION DATE:  6/21/1967 | DATE:
Recommended LOCKED" POSITION FOR THE ZENITH DIP TIME: 45.5 | TiIME:
7/18/1967 STICK GAUGE P/N L.98 A 202 cw LD/CY: LD/CY:
SB 0215 R1 ENGINE FUEL & CONTROLS - INSTALLATION OF DASSAULT AVIATION DATE: 6/21/1967 | DATE:
Onptional A FUEL USED FLOWMETER INDICATOR TIME: 455 TIME:
9/26/1967 cw LD/CY: LD/CY:
SB 0217 R1 WINGS - DROOP LEADING EDGES TEFLON ON DASSAULT AVIATION DATE:  6/21/1967 | DATE:
Onptional APRON REPLACED BY TEFCO TIME: 455 | TIME:
11/22/1967 cw LD/CY: LD/CY:
SB 0218 WING TO FUSELAGE JUNCTION - FAIRING DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional REINFORCEMENT OF FIXED LEADING EDGE AND TIME: 0.0| TIME:
11/30/1966 OF UPPER SURFACE REMOVABLE SECTIONS C/W AT FACTORY LD/CY: LD/CY:
SB 0222 MAINTENANCE OF CENTER WING TANK FUEL DASSAULT AVIATION DATE: _ 6/21/1967 | DATE:
Recommended GAUGES - EXTERIOR PROTECTION OF GAUGE TIME: 45 5| TIME:
1/09/1967 BODY BY MEANS OF PR COMPOUND Ciw LD/CY: LD/CY:
SB 0223 STEERING CONTROL - MODIFICATION OF DASSAULT AVIATION DATE: 612111967 | DATE:
Ovtional ELECTRICAL CONNECTION TIME: 455 | TIME:
1/19/1967 Crw LD/CY: LO/CY:
SE 0225 R1 FIRE PROTECTION - LINDBERG DETECTOR ON DASSAULT AVIATION DATE:  6/21/1967 | DATE:
Recommended ENGINE - DELETION OF A BEND TIME: 455 | TIME:
9/27/1967 Cw LD/CY: LD/CY:
SB 02286 R1 STARTING - HELP SYSTEM FOR BATTERY DASSAULT AVIATION DATE:  8/21M1967 | DATE:
Recommended START TIME: 455 | TIME:
7/24/1967 CIw LD/CY: LD/CY:
SB 0227 R2 NAVIGATION - REPLACEMENT OF CO-PILOT'S DASSAULT AVIATION DATE: 6M2/1968 | DATE:
Recommended BADIN PITOT PROBE BY A KOLLSMAN PITOT TIME: 423.5 | TIME:
12/11/11967 PROBE Cw LD/ICY: LO/CY:
SB 0229 R2 MAIN LANDING GEAR DRAG STRUT ACTUATING | DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Recommended CYLINDER - IMPROVEMENT OF UNLOCKING TIME: TIME:
6/27/11968 C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0231 R2 LANDING GEARS - TEFLON PACKINGS ON DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Recommended MESSIER COMPONENTS TIME: TIME:
7/07/1969 C/W AFTER DELIVERY PER DASSAULT | p/cy: LD/CY:
SB 0232 ENGINE FUEL & CONTROLS - MODIFICATION OF DASSAULT AVIATION DATE: 11/21M1988 | DATE:
Recommended FUEL CONTROL. APPLIES TO ENGINE SERIAL TIME: 0.0| TIME:
3/17/1967 NOS, 245,001 THRU 245.140 C/W AT FACTORY LD/GY: LD/GY: -
SB 0233 PASSENGERS' DOOR - ADDITION OF SIDE DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Onbtional STIFFENERS TIME: 0.0| TIME:
12/21/1966 C/W AT FACTORY LD/CY: LD/CY:
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COMPUTERIZED AIRCRAFT MAINTENANCE SYSTEMS PAGE 100




AIRFRAME & APPLIANCE SB REPORT 12/20/2008
FALCON 065 N165TW
NUMBER REVISION VENDER
TYPE DESCRIPTION COMPLIANCE NEXT DUE
EFFECTIVE DATE LOCATION METHOD
SB 0234 R3 WING - PROTECTION OF WING-TQ-FUSELAGE DASSAULT AVIATION DATE:  1/M11/1968 | DATE:
Recommended ATTACH BOLTS AGAINST CORROSION TIME: 275.9| TIME:
1171511967 Ccw LD/CY: LD/CY:
SB 0235 LANDING GEAR - ANTI SKID SPEED SENSING DASSAULT AVIATION DATE: 6191975 | DATE:
Recommended UNITS - SAFETYING OF CONNECTORS TIME: 2942.9| TIME:
11/30/1966 Cw LD/CY: LD/CY:
SB 0238 R2 FUEL - IMPROVEMENT OF NON RETURN VALVES | DASSAULT AVIATION DATE:  3/20/1969 | DATE:
Recommended ON WING PRESSURIZATION SYSTEM TIME: 823.0| TIME:
6/09/1967 c/w LD/CY: LD/CY:
SB 0245 FLIGHT CONTROLS - INDEXING OF ELECTRICAL DASSAULT AVIATION DATE: 6/21/1967 | DATE:
Recommended CONNECTIONS ON PILOT'S & COPILOT'S YOKES TIME: 455 | TIME:
1/19/1967 Cw LD/CY: LD/CY:
SB 0248 R1 FUEL - INCREASE OF SETTING RANGE ON FUEL DASSAULT AVIATION DATE:  1M1/1968 i DATE:
Recommended GAUGE AMPLIFIER TIME: 2759 TIME:
9/01/1967 cw LD/CY: LD/CY;
SB 0252 R1 FUSELAGE - MODIFICATION OF PILOT'S DASSAULT AVIATION DATE: 11/21/1966 | DATE:
Optional FOOT WARMER FLOORS TIME: 0.0| TIME:
9/16/1968 C/W AT FACTORY LO/CY: LD/CY:
SB 0259 R2 WING TO FUSELAGE ATTACHMENT - FILLING OF DASSAULT AVIATION DATE:  6/19/1975 | DATE:
RECESSES TIME: 2942.9| TIME:
3/28/1969 Cw LD/CY: LD/CY;
SB 0263 R2 ICE & RAIN PROTECTION - DRAINAGE OF DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Optional FUSELAGE FRAME O TIME: TIME:
6/12/1970 C/W AFTER DELIVERY PER DASSAULT LD/CY: Lo/cY:
SB 0267 R1 AIRBORNE AUXILIARY POWER UNIT DASSAULT AVIATION DATE: 6/29/1989 | DATE:
MICROTURBO "SAPHIR I" APU-RPM INDICATOR TIME: TIME:
11/15/1967 IN COCKPIT C/W AFTER DELIVERY PER DASSAULT LD/CY: LO/CY:
SB 0268 AIRBORNE AUXILIARY POWER UNIT DASSAULT AVIATION DATE: 6/29/1988 | DATE:
BATTERY AMMETER INDEPENDENT OF APU TIME: TIME:
11/15/M1967 SYSTEM C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/Cy:
SB 0269 HORIZONTAL STABILIZER - NEW SCISSORS DASSAULT AVIATION DATE:  6M2/1968 | DATE:
Recommended PINS TIME: 423.5| TIME:
1/15/1968 Cw LD/CY: LD/CY:
SB 0270 FLIGHT CONTROLS - TAILPLANE ACTUATOR DASSAULT AVIATION DATE: 6/21/1967 | DATE:
Mandatory JACK P/N AMD 21-59 IMPROVED TIGHTNESS TIME: 45,5 | TIME:
1/412/1967 CwW LD/CY: LD/CY:
SB 0271 R3 FLIGHT CONTROLS - HORIZONTAL TAILPLANE DASSAULT AVIATION DATE: 6/06/1969 | DATE:
Recommended ACTUATOR JACK PROTECTION AGAINST TIME: 902.5 TIME:
7/07/1969 RUNNING WATER C/w LD/CY: LD/CY:
SB 0277 R2 GENERAL - TAKE OFF WITH 0 DEGREE FLAP DASSAULT AVIATICN DATE:  9/05/1980 | DATE:
EFFECT ON AIRBRAKES INDICATION TIME: 4707.3| TIME:
12/19/1980 Cw LD/CY: LD/CY:
ﬂ
COMPUTERIZED AIRCRAFT MAINTENANCE SYSTEMS PAGE 101




AIRFRAME & APPLIANCE SB REPORT 12/20/2008
- FALCON 065 N165TW
NUMBER REVISION VENDER
TYPE DESCRIPTION COMPLIANCE NEXT DUE
EFFECTIVE DATE LOCATION METHOD

SB 0278 R2 FUEL - TWO LEVEL FEEDER TANK FUEL DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Optional TRANSFER TIME: TIME:
2/08/1979 CW AFTER DELIVERY PER DASSAULT LD/CY: Lo/cy:
SB 0280 ACTUATORS ON LANDING GEAR STRUTS & DOORS | pASSAULT AVIATION DATE: 6/29/1989 | DATE:
Onptional - ADDITION OF A SCRAPER ON ACTUATOR ROD TIME: TIME:
11/04/1968 C/W AFTER DELIVERY PER DASSAULT LD/cy: LD/CY:
SB 0282 WING TO FUSELAGE ATTACH BOLTS - DASSAULT AVIATION DATE: 6/19/1975 | DATE:
Mandatory MAINTENANCE INSTRUCTIONS TIME: 2942.91 TIME:
4/12/1967 Cw LD/CY: LD/CY:
$B 0287 ELECTRICAL POWER - NEW CONNECTION OF DASSAULT AVIATION DATE: 6/06/1969 | DATE:
Recommended REVERSE CURRENT RELAY HOLD CIRCUIT TIME: 901.7 | TIME:
7124/1967 DURING START CwW LD/CY: LD/CY:
SB 0291 MAINTENANCE PRACTICES AIRFRAME - DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Opticnal BONDING OF TEFLON WITH EC 1675 ADHESIVE TIME: TIME:
6/30/1968 (FLAP OVERLAP) C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0293 R1 FUEL - WING TANK PRESSURIZATION - DASSAULT AVIATION DATE:  7[28/1976 | DATE:

ADDITION OF A PERMANENT DRAINAGE OF TIME: 3231.5| TIME:
4/30/11976 LEAKS Cw LD/CY: LD/CY:
SB 0299 FUEL - FEEDER TANKS - TWO LEVEL FUEL DASSAULT AVIATION DATE: 11/21/1986 | DATE:;

TRANSFER TIME: 0.0| TIME:
11/15/1967 C/W AT FACTORY LD/CY: LD/CY:
SB 0301 R1 NAVIGATION - GIANNINI ANGLE OF ATTACK DASSAULT AVIATION DATE: 6/12/1968 | DATE:
Recommended INDICATOR DRAINAGE OF LEAKS TIME: 423.5 | TIME:
10/02/1968 Cw LD/CY: LD/CY:
SB 0302 NOSE LANDING GEAR - IMPROVEMENT OF DASSAULT AVIATION DATE:  7/01/1970 | DATE:
Optional SEALING & INSTALLATION OF BLEEDS ON TIME: 1367.1| TIME:
1/24/1968 ANTI SHIMMY SYSTEM CrwW LD/CY: LD/CY:
SB 0305 HYDRAULIC POWER - TRANSFER JACK - DASSAULT AVIATION DATE: B/29M1989 | DATE:
Recommended IMPROVED PACKINGS TIME: TIME:
10/09/1968 C/W AFTER DELIVERY PER DASSAULT LD/CY: Lo/cy:
SB 0306 FUSELAGE - AISLE LH SIDE - INSTALLATION DASSAULT AVIATION DATE:  6/29/1989 | DATE:

OF A RELAY BOX TIME: TIME:
11/15/1967 C/W AFTER DELIVERY PER DASSAULT 1 D/CY: Locy:
SB 0307 R3 AUTO FLIGHT - ADJUSTING DEVICE FOR DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Onptional TAILPLANE - OPERATION RATE IN AUTOPILOT TIME: TIME:
4110/1981 CONFIGURATION C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0309 ENGINE OIL - NEW LOCATION OF THE ENGINE DASSAULT AVIATION DATE:  6/291989 | DATE:

LUBE OIL TEMPERATURE PROBE TIME: TIME:
3/05/1968 C/W AFTER DELIVERY PER DASSAULT LO/CY: Lo/eyY:
SB 0311 EMPENNAGE ~ HORIZONTAL TAILPLANE DASSAULT AVIATION DATE:  1M1/M1968 | DATE:
Recommended INSPECTION OF SCISSORS UNIT PINS TIME: 275.9( TIME:
7/12/1967 CwW LD/CY: LD/CY:
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SB 0312 _ RA1 LANDING GEARS - IMPROVEMENT OF PACKINGS DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Recommended ON NOSE LANDING GEAR SHOCK ABSORBER TIME: TIME:
7/07/1969 C/W AFTER DELIVERY PER DASSAULT LD/CY: Lo/cY:
SB 0313 R1 ELECTRICAL POWER - BATTERIES - GROUND DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Recommended VENTILATION TIME:; TIME:
10/30/1969 C/MW AFTER DELIVERY PER DASSAULT Lo/CY: Lo/GCY:
SB 0314 HYDRAULIC POWER - IMPROVEMENT OF PISTON DASSAULT AVIATION DATE: 6/29/1989 | DATE:
| Recommended SHOES TIME: TIME:
10/10/1967 CAW AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0315 R1 ELECTRICAL POWER - BATTERIES - DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Recommended IMPROVEMENT OF CONNECTIONS ON SAFT TIME:; TIME:
2/15/1968 BATTERIES C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0320 ELECTRICAL POWER - BATTERIES - LOCKING DASSAULT AVIATION DATE: 11M2/1968 | DATE:
Optional SADDLE ON THE ROD TIME: 640.1| TIME:
6/30/1968 C/w LD/CY: LO/CY:
SB 0324 NACELLES - ENGINE FRONT RING DASSAULT AVIATION DATE:  6/29/1989 | DATE:
INTERCHANGEABILITY EFFECT ON STRUCTURE TIME:; TIME:
10/09/1968 CV AFTER DELIVERY PER DASSAULT Lo/CY: LD/CY:
SB 0325 R1 ENGINE INDICATING - NEW T5 HARNESS DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Ontional CABLE TIME: TIME:
2/22/1974 C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0330 R1 MAIN LANDING GEARS - IMPROVEMENT OF DASSAULT AVIATION DATE:  6/29/1989 | DATE:
Recommended SHOCK ABSORBER PACKINGS TIME: TIME:
7/07/1969 C/W AFTER DELIVERY PER DASSAULT LD/CY: LOD/CY:
SB 0331 R1 HYDRAULIC POWER - STAND BY DISTRIBUTOR DASSAULT AVIATION DATE:  1/11/1968 | DATE:
Mandatory CONTROL ELIMINATION OF THE RISK OF TIME: 275.9| TIME:
11/22/1967 CABLE CATCHING UNDER PRESSURIZED FLOOR | C/W LD/CY: LD/CY:
SB 0333 R2 LANDING GEARS- IMPROVEMENT OF INDICATING DASSAULT AVIATION DATE: 8/12/1968 | DATE:
Mandatorv & CONTROL MICROSWITCHES TIME: 423.5 | TIME:
3/28/1969 CIW LD/CY: LD/CY:
SB 0336 FIRE PROTECTION - NEW CONNECTION OF TEST | DASSAULT AVIATION DATE:  6/12/1968 | DATE:
Recommended SYSTEM TIME: 423.5 | TIME:
1/10/1968 cw LD/CY: LD/CY:
SB 0337 NOSE LANDING GEAR - NEW HINGE PIN ON DASSAULT AVIATION DATE: 6/29/1989 | DATE:
Ovtional ACTUATOR TIME: TIME:
4/15/1969 C/W AFTER DELIVERY PER DASSAULT LD/CY: LD/CY:
SB 0342 FUEL - DIP STICK GAUGES - PROTECTION DASSAULT AVIATION DATE: 6/29/1989 | DATE:
QOptional AGAINST FREEZING TIME: TIME:
7/01/1968 C/W AFTER DELIVERY PER DASSAULT LD/eY: LD/CY:
SB 0345 R1 HYDRAULIC POWER - FILTER ON PUMP DASSAULT AVIATION DATE:  3/0211979 | DATE:
| Optional REGULATION RETURN NEW FILTER CELL TIME: A4127.7 | TIME:
7/07/1969 Cw LO/CY: LD/CY:
ﬁ
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